
GRANULOMETRY

DESCRIPTION

LOWER PARTICICLE SIZE LIMIT

UPPER PARTICLE SIZE LIMIT

COLOUR

COMPOSITION

PURITY LEVEL

DENSITY OF THE PARTICLE

BULK DENSITY

EFFECTIVE SIZE (d10)

HARDNESS

UNIFORMITY COEFFICIENT (d60/d10)

SPHERICITY

FORMAT

PRECAUTIONS

INCOMPATIBILITIES

ANNUAL LOSS

EAN CODE

INSTALLATION

<5%

<5%

2,490 kg/m3

1,370 kg/m3

0,2 mm

>0,7

<=2%

<5%

<5%

2,490 kg/m3

1,370 kg/m3

0,4 mm

>0,7

<=2%

0,3 - 0,6 mm

8437018799282 8437018799299

0,1 - 0,3 mm

Before filling the filter, check the state of the drainage system. Required quantities of Nature Works Hi-Tech as specified by the filter
manufacturer (20% less weight than silica sand needed). Always use support layer with this stage. Proceed with a backwash and rinse.

Transparent (made exclusively from recycled industrial glass)

SiO2 (74%) / Na2O (11%) / CaO (10%) / MgO (3%) / Al2O3 (1%)

6-7 Mohs

1,4 – 1,6 (ISO 13322-2:2021)

At least 99,999% (below detection limit)

Do not ingest

20 kg. recyclable reinforced paper bag / 1.000 kg big bags

Do not use air injection

Technical Data Sheet

WORKING FLOW RATE (INDUSTRIAL*)

WORKING FLOW RATE (SWIMMING POOL**)

WORKING FLOW RATE (GRAVITY FILTERS)

BACKWASH VELOCITY

CRITICAL POINT FOR BACKWASH

*Industrial: Drinking water, Waste water, RO pretreatments, Cooling towers, Aquaculture…
**Swimming Pool: Public, Private, Water Parks

Highly calibrated glass media designed for specific industrial applications.

WORKING PARAMETERS

2,5 - 5 m/h

-

2,5 - 5 m/h

20 m/h

15 m/h

2,5 - 5 m/h

-

2,5 - 5 m/h

20 m/h

15 m/h

Special grain curves available only upon request.

FILTER LAYERS (Select one)

STAGE 3 STAGE 4

FILTER LAYERS (Select one)

STAGE 3 STAGE 4


